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DETAILED ACTION 



Response to Arguments 



Applicant's arguments filed 3/22/2004 have been fully considered but they are not 
persuasive. The applicant argues that Bakhle does not teach any capability of changing a second 
image sensing operation to a first image sensing operation or such change being performed in 
response to instruction of an instruction device. 

The examiner disagrees with the applicant's interpretation of the prior art. The examiner 
views the first image sensing operation as being an operation in which the camera takes an image 
with the shutter open. The examiner views the second image sensing operation as the operation 
to capture a dark image. Bakhle teaches these two image capture methods on Column 3, Lines 
54-56 and Column 4, lines 9-14. Bakhle teaches on Column 6, Lines 21-65 that when a dark 
image is being captured during camera operation, the image is being captured because there is no 
reference dark image that corresponds the current video images being captured by the camera. 
After the dark reference image is captured, the processing circuitry of the camera opens the 
shutter and captures the next video frame. This is viewed by the examiner as a capability of 
changing a second image sensing operation to a first image sensing operation. This change is 
performed in response to an instruction to open the shutter sent from the instruction device which 
is viewed by the examiner as the control circuitry for the shutter. 



The following is a quotation of the appropriate paragraphs of 35 U.S. C. 102 that form the 
basis for the rejections under this section made in this Office action: 
A person shall be entitled to a patent unless - 



Claim Rejections - 35 USC § 102 
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(e) the invention was described in (1) an application for patent, published under section 122(b), by another filed 
in the United States before the invention by the applicant for patent or (2) a patent granted on an application for 
patent by another filed in the United States before the invention by the applicant for patent, except that an 
international application filed under the treaty defined in section 35 1 (a) shall have the effects for purposes of this 
subsection of an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 

1 : Claims 1-22 are rejected under 35 U.S.C. 102(e) as being anticipated by USPN 6,061,092 
Bakhle et al. 

2: As for Claim 1, Bakhle et al teaches an apparatus comprising: 

(A) an image sensing device (36); (B) a signal processing device (42) for performing a 
first image sensing operation for making said image sensing device (36) perform an image 
sensing operation in an exposure state to obtain a sensed image signal; Column 4, Lines 1-25 
This is viewed by the examiner as taking a picture with the camera with the shutter open. 
Performing a second image sensing operation for making said image sensing device perform an 
image sensing operation in accordance with said first image sensing operation in a non-exposure 
state to obtain a sensed image signal; Column 5, Lines 23-26 and Column 1, Lines 41-45. Bakhle 
et al teaches that dark images are captured using the same exposure parameters as the captured 
image. These dark images are captured by obtaining an image when the shutter is closed. Bakhle 
et al teaches processing the sensed image signal obtained by the first image sensing operation by 
the sensed image signal obtained by the second image sensing operation, wherein said signal 
processing device changes method of the second image sensing operation to the first image 
sensing operation in response to the instruction of said instruction device; Column 4, Lines 1-25. 
This is viewed by the examiner as the subtraction process of subtracting the dark image pixel 
values from the sensed image pixel values. (C) an instruction device for instructing to execute a 
predetermined plurality times of image sensing operations with different image sensing times of 
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said first image sensing operation; Column 3, Lines 54-57 teaches that the camera captures 
several dark images that have different exposure parameters. Column 1, Lines 41-43 teaches that 
the dark images are captured using the same exposure parameters as the scene image. Column 4, 
Lines 45-48 teaches that a dark image is used until the video camera operating characteristics 
change enough to require a new dark image. This is viewed by the examiner as a video camera 
taking a plurality of pictures and subtracting the noise from all the frames in a video stream using 
one dark image and changing the dark image used when the operating parameters including the 
exposure time are changed. The examiner views the first image sensing operation as being an 
operation in which the camera takes an image with the shutter open. The examiner views the 
second image sensing operation as the operation to capture a dark image. Bakhle teaches these 
two image capture methods on Column 3, Lines 54-56 and Column 4, lines 9-14. Bakhle teaches 
on Column 6, Lines 21-65 that when a dark image is being captured during camera operation, the 
image is being captured because there is no reference dark image that corresponds the current 
video images being captured by the camera. After the dark reference image is captured, the 
processing circuitry of the camera opens the shutter and captures the next video frame. This is 
viewed by the examiner as a capability of changing a second image sensing operation to a first 
image sensing operation. This change is performed in response to an instruction to open the 
shutter sent from the instruction device which is viewed by the examiner as the control circuitry 
for the shutter. 

3: In Regards to Claim 2, Bakhle et al teaches on Column 1 , Lines 41-46 and Column 6, 
Liens 13-16 wherein said signal processing device (42) selects an image sensing time of the first 
sensing operation of a predetermined one of the plurality times of image sensing operations in 
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response to the instruction of said instruction device, and makes the second image sensing 
operation for the plurality times of image sensing operations in accordance with the selected 
image sensing time. Bakhle et al teaches that the camera can capture images with a plurality of 
exposure settings. Bakhle et al further teaches that the dark images that are subtracted from the 
acquired image signal are captured using the same exposure conditions. 
4: As for Claim 3, Bakhle et al teaches on Column 7, Lines 14-18 A storage device for 
storing the sensed image signal of the second image sensing operation (Dark image) according to 
the selected image sensing time. 

5: In Regards to Claim 4, Bakhle et al teaches on Column 4, Lines 63-67 and Column 5, 
Lines 1-22 wherein said signal processing device (42) processes the sensed image signal 
obtained by the first image sensing operation on the basis of the sensed image signal stored in 
said storage device in image sensing operations other than the predetermined one of the plurality 
times of image sensing operations. 

6: As for Claim 5, Bakhle et al teaches on Column 1, Lines 41-46 and Column 6, Lines 13- 
16 wherein said signal processing device (42) selects a longest image sensing time (exposure 
time) of the first image sensing operation of the plurality times of image sensing operations in 
response to the instruction of said instruction device, and makes the second image sensing 
operation for the plurality times of image sensing operations in accordance with the selected 
image sensing time. Bakhle et al teaches that the camera can capture images with a plurality of 
exposure settings. Bakhle et al further teaches that the dark images that are subtracted from the 
acquired image signal are captured using the same exposure conditions. Therefore, it is inherent 
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that the longest exposure time setting will have the same exposure characteristics for both the 
captured image and captured dark image. 

7: In Regards to Claim 6, Bakhle et al teaches on Column 7, Lines 14-18 A storage device 
for storing the sensed image signal of the second image sensing operation (dark image) 
according to the selected image sensing time. 

8: As for Claim 7, Bakhle et al teaches on Column 4, Lines 63-67 and Column 5, Lines 1-22 
wherein said signal processing device (42) processes the sensed image signal obtained by the 
first image sensing operation (obtained sensed image) on the basis of the sensed image signal 
stored in said storage device (dark image) in image sensing operations other than the longest 
image sensing time of the first image sensing operation of the plurality times of image sensing 
operations. Bakhle et al teaches that the obtained image signal is subtracted from a dark image 
that has the same corresponding exposure parameters. Bakhle et al teaches that the dark images 
are captured in exposures performed after an image is captured or at an initial setup and not 
during an actual exposure operation to capture an image. 

9: In Regards to Claim 8, Bakhle et al teaches on Column 1, Lines 41-46 and Column 6, 
Liens 13-16 wherein said signal processing device designates an image sensing time of the first 
image sensing operation of a predetermined image sensing operation in response to the 
instruction of said instruction device, and makes the second image sensing operation for the 
plurality times of image sensing operations in accordance with the designated image sensing 
time. Bakhle et al teaches that the camera can capture images with a plurality of exposure 
settings. Bakhle et al further teaches that the dark images that are subtracted from the acquired 
image signal are captured using the same exposure conditions. 
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10: As for Claim 9, Bakhle et al teaches on Column 7, Lines 14-18 A storage device for 
storing the sensed image signal of the second image sensing operation (dark image) according to 
the selected image sensing time. 

11: In Regards to Claim 10, Bakhle et al teaches on Column 4, Lines 63-67 and Column 5, 
Lines 1-22 wherein said signal processing device (42) processes the sensed image signal 
obtained by the first image sensing operation on the basis of the sensed image signal stored in 
said storage device in image sensing operations other than the predetermined one of the plurality 
of image sensing operations (dark image). 

12: As for Claim 11, Bakhle et al teaches on Column 7, Lines 14-18 wherein said apparatus 
includes a camera. 

13: In Regards to Claim 12, Bakhle et al an apparatus comprising: 

(A) an image sensing device (36);(B) a signal processing device (42) for performing a 
first image sensing operation for making said image sensing device (36) perform an image 
sensing operation in an exposure state to obtain a sensed image signal; Column 4, Lines 1-25 
This is viewed by the examiner as taking a picture with the camera with the shutter open. 
Performing a second image sensing operation for making said image sensing device perform an 
image sensing operation in accordance with said first image sensing operation in a non-exposure 
state to obtain a sensed image signal; Column 5, Lines 23-26 and Column 1, Lines 41-45. Bakhle 
et al teaches that dark images are captured using the same exposure parameters as the captured 
image. These dark images are captured by obtaining an image when the shutter is closed. Bakhle 
et al teaches processing the sensed image signal obtained by the first image sensing operation by 
the sensed image signal obtained by the second image sensing operation, wherein said signal 
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processing device inhibiting the second image sensing operation from being made for each 
image sensing operation in response to the instruction of said instruction device; Column 4, 
Lines 1-25. This is viewed by the examiner as the subtraction process of subtracting the dark 
image pixel values from the sensed image pixel values. (C) an instruction device for instructing 
to execute a predetermined plurality times of image sensing operations with different image 
sensing times of said first image sensing operation; Column 3, Lines 54-57 teaches that the 
camera captures several dark images that have different exposure parameters. Column 1, Lines 
41-43 teaches that the dark images are captured using the same exposure parameters as the scene 
image. Column 4, Lines 45-48 teaches that a dark image is used until the video camera operating 
characteristics change enough to require a new dark image. This is viewed by the examiner as a 
video camera taking a plurality of pictures and subtracting the noise from all the frames in a 
video stream using one dark image and changing the dark image used when the operating 
parameters including the exposure time are changed. The examiner views the first image sensing 
operation as being an operation in which the camera takes an image with the shutter open. The 
examiner views the second image sensing operation as the operation to capture a dark image. 
Bakhle teaches these two image capture methods on Column 3, Lines 54-56 and Column 4, lines 
9-14. Bakhle teaches on Column 6, Lines 21-65 that when a dark image is being captured during 
camera operation, the image is being captured because there is no reference dark image that 
corresponds the current video images being captured by the camera. After the dark reference 
image is captured, the processing circuitry of the camera opens the shutter and captures the next 
video frame. This is viewed by the examiner as a capability of changing a second image sensing 
operation to a first image sensing operation. This change is performed in response to an 
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instruction to open the shutter sent from the instruction device which is viewed by the examiner 
as the control circuitry for the shutter. 

14: As for Claim 13, Bakhle et al teaches on Column 1, Lines 41-46 and Column 6, Liens 13- 
16 wherein said signal processing device (42) selects an image sensing time of the first sensing 
operation of a predetermined one of the plurality times of image sensing operations in response 
to the instruction of said instruction device, and makes the second image sensing operation for 
the plurality times of image sensing operations in accordance with the selected image sensing 
time. Bakhle et al teaches that the camera can capture images with a plurality of exposure 
settings. Bakhle et al further teaches that the dark images that are subtracted from the acquired 
image signal are captured using the same exposure conditions. 

15: In Regards to Claim 14, Bakhle et al teaches on Column 7, Lines 14-18 A storage device 
for storing the sensed image signal of the second image sensing operation (Dark image) 
according to the selected image sensing time. 

16: As for Claim 15, Bakhle et al teaches on Column 4, Lines 63-67 and Column 5, Lines 1- 
22 wherein said signal processing device (42) processes the sensed image signal obtained by the 
first image sensing operation on the basis of the sensed image signal stored in said storage device 
in image sensing operations other than the predetermined one of the plurality times of image 
sensing operations. 

17: In Regards to Claim 16, Bakhle et al teaches on Column 1, Lines 41-46 and Column 6, 
Liens 13-16 wherein said signal processing device (42) selects a longest image sensing time 
(exposure time) of the first image sensing operation of the plurality times of image sensing 
operations in response to the instruction of said instruction device, and makes the second image 
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sensing operation for the plurality times of image sensing operations in accordance with the 
selected image sensing time. Bakhle et al teaches that the camera can capture images with a 
plurality of exposure settings. Bakhle et al further teaches that the dark images that are subtracted 
from the acquired image signal are captured using the same exposure conditions. Therefore, it is 
inherent that the longest exposure time setting will have the same exposure characteristics for 
both the captured image and captured dark image. 

18: As for Claim 17, Bakhle et al teaches on Column 7, Lines 14-18 A storage device for 
storing the sensed image signal of the second image sensing operation (dark image) according to 
the selected image sensing time. 

19: In Regards to Claim 18, Bakhle et al teaches on Column 4, Lines 63-67 and Column 5, 
Lines 1-22 wherein said signal processing device (42) processes the sensed image signal 
obtained by the first image sensing operation (obtained sensed image) on the basis of the sensed 
image signal stored in said storage device (dark image) in image sensing operations other than 
the longest image sensing time of the first image sensing operation of the plurality times of 
image sensing operations. Bakhle et al teaches that the obtained image signal is subtracted from a 
dark image that has the same corresponding exposure parameters. Bakhle et al teaches that the 
dark images are captured in exposures performed after an image is captured or at an initial setup 
and not during an actual exposure operation to capture an image. 

20: As for Claim 19, Bakhle et al teaches on Column 1 , Lines 41-46 and Column 6, Liens 13- 
16 wherein said signal processing device designates an image sensing time of the first image 
sensing operation of a predetermined image sensing operation in response to the instruction of 
said instruction device, and makes the second image sensing operation for the plurality times of 
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image sensing operations in accordance with the designated image sensing time. Bakhle et al 
teaches that the camera can capture images with a plurality of exposure settings. Bakhle et al 
further teaches that the dark images that are subtracted from the acquired image signal are 
captured using the same exposure conditions. 

21: In Regards to Claim 20, Bakhle et al teaches on Column 7, Lines 14-18 A storage device 
for storing the sensed image signal of the second image sensing operation (dark image) 
according to the selected image sensing time. 

22: As for Claim 21 5 Bakhle et al teaches on Column 4, Lines 63-67 and Column 5, Lines 1- 
22 wherein said signal processing device (42) processes the sensed image signal obtained by the 
first image sensing operation on the basis of the sensed image signal stored in said storage device 
in image sensing operations other than the predetermined one of the plurality of image sensing 
operations (dark image). 

23: In Regards to Claim 22, Bakhle et al teaches on Column 7, Lines 14-18 wherein said 
apparatus includes a camera. 

24: As for Claim 23, Bakhle teaches on Column 6, Lines 21-65 that when a dark image is 
being captured during camera operation, the image is being captured because there is no 
reference dark image that corresponds the current video images being captured by the camera. 
After the dark reference image is captured, the processing circuitry of the camera opens the 
shutter and captures the next video frame. This is viewed by the examiner as a capability of 
changing a second image sensing operation to a first image sensing operation. This change is 
performed in response to an instruction to open the shutter sent from the instruction device which 
is viewed by the examiner as the control circuitry for the shutter. The instruction command opens 
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the shutter for a predetermined amount of time to capture the next video frame. The particular 
operation mode from a plurality of first operation modes is viewed by the examiner as the 
exposure setting of the camera. The exposure setting stays the same over a series of video 
frames. 

25: In regards to Claim 24, Bakhle teaches on Column 6, Lines 21-65 that when a dark image 
is being captured during camera operation, the image is being captured because there is no 
reference dark image that corresponds the current video images being captured by the camera. 
After the dark reference image is captured, the processing circuitry of the camera opens the 
shutter and captures the next video frame. This is viewed by the examiner as a capability of 
changing a second image sensing operation to a first image sensing operation. This change is 
performed in response to an instruction to open the shutter sent from the instruction device which 
is viewed by the examiner as the control circuitry for the shutter. The instruction command opens 
the shutter for a predetermined amount of time to capture the next video frame. The particular 
operation mode from a plurality of first operation modes is viewed by the examiner as the 
exposure setting of the camera. The exposure setting stays the same over a series of video 
frames. 

Conclusion 

THIS ACTION IS MADE FINAL* Applicant is reminded of the extension of time 
policy as set forth in 37 CFR 1 . 136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
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the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1 .136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the mailing 
date of this final action. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to James M Hannett whose telephone number is 703-305-7880. The 
examiner can normally be reached on 8:00 am to 5:00 pm M-F. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Wendy Garber can be reached on 703-305-4929. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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Examiner 
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